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Abstract: We suggest a novel and general approach to the design of
photonic-crystal directional couplers operating in the slow-light regime.
We predict, based on a general symmetry analysis, that robust tunneling of
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crystal waveguides. We demonstrate, through Bloch mode frequency-
domain and finite-difference time-domain (FDTD) simulations that, for
all pulses with strongly reduced group velocities at the photonic band-gap
edge, complete switching occurs at a fixed coupling length of just a few unit
cells of the photonic crystal.
© 2008 Optical Society of America
OCIS codes: (050.5298) Photonic crystals; (230.7370) Waveguides; (250.5300) Photonic inte-
grated circuits.
References and links
1. Y. A. Vlasov, M. O’Boyle, H. F. Hamann, and S. J. McNab, “Active control of slow light on a chip with photonic
crystal waveguides,” Nature 438, 65–69 (2005).
2. H. Gersen, T. J. Karle, R. J. P. Engelen, W. Bogaerts, J. P. Korterik, N. F. Hulst, van, T. F. Krauss, and L. Kuipers,
“Real-space observation of ultraslow light in photonic crystal waveguides,” Phys. Rev. Lett. 94, 073903–4 (2005).
3. R. S. Jacobsen, A. V. Lavrinenko, L. H. Frandsen, C. Peucheret, B. Zsigri, G. Moulin, J.
Fage Pedersen, and P. I. Borel, “Direct experimental and numerical determination of ex-
tremely high group indices in photonic crystal waveguides,” Opt. Express 13, 7861–7871 (2005),
http://www.opticsinfobase.org/abstract.cfm?URI=oe-13-20-7861.
4. M. D. Settle, R. J. P. Engelen, M. Salib, A. Michaeli, L. Kuipers, and T. F. Krauss, “Flatband slow light in
photonic crystals featuring spatial pulse compression and terahertz bandwidth,” Opt. Express 15, 219–226 (2007),
http://www.opticsinfobase.org/abstract.cfm?URI=oe-15-1-219.
5. S. C. Huang, M. Kato, E. Kuramochi, C. P. Lee, and M. Notomi, “Time-domain and spectral-domain investiga-
tion of inflection-point slow-light modes in photonic crystal coupled waveguides,” Opt. Express 15, 3543–3549
(2007), http://www.opticsinfobase.org/abstract.cfm?URI=oe-15-6-3543.
6. A. V. Lavrinenko, A. Tetu, L. H. Frandsen, J. Fage Pedersen, and P. I. Borel, “Optimization of photonic crystal
60 degrees waveguide bends for broadband and slow-light transmission,” Appl. Phys. B 87, 53–56 (2007).
7. Y. Sugimoto et al., “Design, fabrication, and characterization of coupling-strength-controlled directional coupler
based on two-dimensional photonic-crystal slab waveguides,” Appl. Phys. Lett. 83, 3236–3238 (2003).
8. D. Mori and T. Baba, “Dispersion-controlled optical group delay device by chirped photonic crystal waveguides,”
Appl. Phys. Lett. 85, 1101–1103 (2004).
#90582 - $15.00 USD Received 7 Dec 2007; revised 10 Jan 2008; accepted 10 Jan 2008; published 14 Jan 2008
(C) 2008 OSA 21 January 2008 / Vol. 16,  No. 2 / OPTICS EXPRESS  1104
9. D. Mori and T. Baba, “Wideband and low dispersion slow light by chirped photonic crystal coupled waveguide,”
Opt. Express 13, 9398–9408 (2005), http://www.opticsinfobase.org/abstract.cfm?URI=oe-13-23-9398.
10. N. Yamamoto, T. Ogawa, and K. Komori, “Photonic crystal directional coupler switch
with small switching length and wide bandwidth,” Opt. Express 14, 1223–1229 (2006),
http://www.opticsinfobase.org/abstract.cfm?URI=oe-14-3-1223.
11. Y. J. Quan, P. D. Han, X. D. Lu, Z. C. Ye, and L. Wu, “Optical interleaver based on directional coupler in a 2D
photonic crystal slab with triangular lattice of air holes,” Opt. Commun. 270, 203–206 (2007).
12. M. Soljacic and J. D. Joannopoulos, “Enhancement of nonlinear effects using photonic crystals,” Nat. Mater. 3,
211–219 (2004).
13. R. S. Jacobsen et al., “Strained silicon as a new electro-optic material,” Nature 441, 199–202 (2006).
14. J. D. Joannopoulos, R. D. Meade, and J. N. Winn, Photonic Crystals: Molding the Flow of Light (Princeton
University Press, Princeton, 1995).
15. P. St. J. Russell, T. A. Birks, and F. D. Lloyd Lucas, “Photonic Bloch waves and photonic band gaps,” in Confined
Electrons and Photons, E. Burstein and C. Weisbuch, eds., (Plenum, New York, 1995), pp. 585–633.
16. S. G. Johnson and J. D. Joannopoulos, “Block-iterative frequency-domain meth-
ods for Maxwell’s equations in a planewave basis,” Opt. Express 8, 173–190 (2001),
http://www.opticsinfobase.org/abstract.cfm?URI=oe-8-3-173.
17. L. C. Botten, T. P. White, A. A. Asatryan, T. N. Langtry, C. M. de Sterke, and R. C. McPhedran, “Bloch
mode scattering matrix methods for modeling extended photonic crystal structures. I. Theory,” Phys. Rev. E
70, 056606–13 (2004).
18. K. Dossou, M. A. Byrne, and L. C. Botten, “Finite element computation of grating scattering matrices and
application to photonic crystal band calculations,” J. Comput. Phys. 219, 120–143 (2006).
19. R. J. P. Engelen, Y. Sugimoto, Y. Watanabe, J. P. Korterik, N. Ikeda, N. F. Hulst, van, K. Asakawa, and L. Kuipers,
“The effect of higher-order dispersion on slow light propagation in photonic crystal waveguides,” Opt. Express
14, 1658–1672 (2006), http://www.opticsinfobase.org/abstract.cfm?URI=oe-14-4-1658.
20. S. Hughes, L. Ramunno, J. F. Young, and J. E. Sipe, “Extrinsic optical scattering loss in photonic crystal wave-
guides: Role of fabrication disorder and photon group velocity,” Phys. Rev. Lett. 94, 033903–4 (2005).
21. E. Kuramochi, M. Notomi, S. Hughes, A. Shinya, T. Watanabe, and L. Ramunno, “Disorder-induced scattering
loss of line-defect waveguides in photonic crystal slabs,” Phys. Rev. B 72, 161318–4 (2005).
22. L. O’Faolain, T. P. White, D. O’Brien, X. D. Yuan, M. D. Settle, and T. F. Krauss, “Dependence of
extrinsic loss on group velocity in photonic crystal waveguides,” Opt. Express 15, 13129–13138 (2007),
http://www.opticsinfobase.org/abstract.cfm?URI=oe-15-20-13129.
1. Introduction
Waveguides created in planar photonic crystals offer many unique opportunities for manipu-
lating optical pulses that cannot be realized in conventional rib waveguides. In particular, the
speed of light can be dramatically reduced, and a series of recent experiments [1, 2, 3, 4, 5] has
demonstrated the propagation of slow light associated with the flat regions and extrema in the
band-gap dispersion curves. The maximum dynamic tunability of the group velocity of light
is possible when the optical frequency is tuned in the vicinity of the photonic bandgap edge.
In this regime, however, the effect of frequency dispersion is strongly enhanced and special
approaches are required to perform pulse routing, e.g., the modified design of waveguide bends
that was introduced for slow light pulses [6].
In this work, we present a novel and general approach to design directional couplers in pho-
tonic crystals where dispersionless tunneling of slow light may be realized. The pulses are fully
switched between parallel waveguides at the coupling distance, the value of which remains con-
stant, of the order of only a few unit cells, even as the group velocity is varied by some orders
of magnitude. Such performance is enabled by the co-existence of two distinct modes whose
band-edge dispersion is exactly matched, realizing a fundamentally different physical regime in
comparison with those considered previously [7, 8, 9, 10, 11]. Another potential benefit of the
suggested configuration is that the nonlinear mixing of such modes can be strongly enhanced
according to the general features of slow-light propagation in photonic crystals [12, 13]. We an-
ticipate that the mode interaction may then offer new possibilities for the frequency conversion
processes and all-optical switching.
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Fig. 1. Characteristic types of band-edge dispersion for slow-light modes in photonic-
crystal waveguides. (a) Band-edge is reached at the symmetry points of the Brillouin zone
k = 0,±pi/a. (b) Band-edge is reached inside the Brillouin zone for k = ±k0 6= 0,±pi/a.
Open circles mark the lower band-edge, and closed circles - modes with positive slope of
dispersion curves (and, accordingly, positive group velocities) for the frequency tuned close
to the band-edge.
2. Dispersion and symmetry requirements of slow-light couplers
A remarkable property of photonic crystal waveguides is the possibility they afford for reducing
the group velocity of optical pulses. One of the generic mechanisms for the slowing of light is
associated with the presence of photonic band-gaps. Indeed, the dispersion relation between the
optical frequency (ω) and the Bloch wavenumber (k) in the vicinity of band-edges is commonly
expressed as ω ≃ ω0 + D2(k− k0)2, where ω0 and k0 denote the values at the band-edge, and
D2 is the second-order dispersion coefficient. The group velocity Vg = dω/dk ≃ ±2[D2(ω −
ω0)]1/2 gradually reduces to zero as the frequency is tuned towards the edge of a transmission
band.
The concept of directional couplers is based on the effect of periodic tunneling of light be-
tween parallel waveguides which are in close proximity to one another. In the case of conven-
tional waveguides, the tunneling can be explained as the beating between co-propagating even
and odd super-modes of the coupler. Similar requirements should exist for photonic-crystal
couplers, namely that:
(i) there should co-exist two modes which are co-propagating (have the same sign of the group
velocity) over a certain range of optical frequencies, and
(ii) these modes should have different symmetry.
Therefore, to realize a directional coupler for slow-light pulses with tunable velocities, it is
necessary to satisfy both conditions for a range of frequencies arbitrarily close to the edge of
the photonic bandgap.
In order to see how these conditions can be satisfied, we consider the general symmetries of
dispersion relations for photonic crystal couplers. The first symmetry is the periodicity of the
dispersion relations according to Bloch’s theorem [14, 15],
ω(k) = ω(k +2pi/a), (1)
where a is the period of the refractive index modulation along the waveguide direction. More-
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over,
ψ(x,z;ω,k) = ψ(x,z;ω,k +2pi/a), (2)
where ψ denotes the complex envelope function for the electric or magnetic fields of a Bloch
eigenmode. This means that the dispersion points k,k± 2pi/a,k± 4pi/a, . . . are indistinguish-
able since they correspond to exactly the same distributions of electric and magnetic fields. The
second symmetry appears in case of waveguides fabricated in dielectric materials, where
ω(k)≡ ω(−k) and ψ(x,z;ω,k) = ψ∗(x,z;ω,−k). (3)
Note that the field profiles for +k and−k are generally different due to the complex conjugation.
According to the second symmetry condition, the band-edges at ω = ω0 always appear si-
multaneously at k = +k0 and k =−k0. However, according to the first symmetry condition, the
two modes are identical if k0 = 0, ±pi/a, . . ., i.e., when the band-edge appears at the centre or
at the edges of the Brillouin zone, as shown schematically in Fig. 1(a). In this case, for a given
frequency in the vicinity of the band-gap, there are two intersections with the dispersion curve,
where one mode has a positive, and the other a negative, group velocity, such that condition (i)
is not satisfied. A completely different situation occurs if the band-edge is inside the Brillouin
zone, i.e., k0 6= 0, ±pi/a, . . ., as shown in Fig. 1(b). In this case, even as the frequency is tuned
arbitrarily close to the band-edge, there appear two pairs of dispersion branches with positive
and negative group velocities, and so condition (i) is satisfied.
Having identified the general approach for satisfying the first condition, we now consider
condition (ii). The meaning of the latter requirement is that the electric and magnetic fields
of the co-propagating modes should be different between the coupled waveguides. Then, the
interference of these modes with particular relative phases can produce asymmetric field dis-
tributions with maxima in either of the waveguides, thus realizing the operating principle of
the directional coupler. Additionally, it is known from the theory of conventional couplers that
complete energy transfer between the arms can be achieved when the waveguides are identi-
cal, such that the refractive index profile is symmetric, n(x,z) = n(−x,z). In this case, all the
eigenmodes are either even, ψ+(x,z) = ψ+(−x,z), or odd, ψ−(x,z) = −ψ−(−x,z), and a pair
of such modes would satisfy condition (ii). Indeed, symmetric photonic crystal couplers were
shown to perform complete light switching between the arms based on the beating between the
odd and even modes [10]. However, their operation was considered away from the band-edges.
In the case of band-edge slow light, we have ψ(x,z;ω,k0) = ψ∗(x,z;ω,−k0), and therefore
the pair of modes with k ≃ ±k0 are either both even or both odd, such that condition (ii) is
never satisfied in symmetric couplers. In contrast, we conclude that photonic crystal couplers
can operate for slow-light pulses at the band-edge which appears inside the Brillouin zone [as
shown in Fig. 1(b)], with the additional requirement that the dielectric photonic structure is
asymmetric with n(x,z) 6= n(−x,z).
A key characteristic of the coupler is the distance over which light tunnels between the arms.
In order to calculate the coupling length, we expand the dispersion around the band-edge as
ω ≃ ω0 +D2(|k|− k0)2 +D3(|k|− k0)3, (4)
where D2 and D3 are the second- and third-order dispersion coefficients. By inverting these
expressions, we obtain the asymptotic dependence of wave-numbers on frequency as
kω→ω0 ≃ sk0 +σ
[
ω−ω0
D2
]1/2
− s
D3
2(D2)2
(ω−ω0), (5)
where the values s =±1 and σ =±1 correspond to four different modes. Their group velocities
are
Vg =
dω
dk ≃ 2σD2
[
ω−ω0
D2
]1/2
+2s
D3
D2
(ω−ω0). (6)
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Fig. 2. Examples of photonic crystal couplers (top row) and their corresponding dispersion
diagram (bottom row) with different number of rows (N) between the W1 waveguides in a
hexagonal lattice: (a) N = 1, (b) N = 2, and (c) N = 3. Solid and dashed lines correspond to
fundamental and higher-order modes. The hole radius (normalized to the lattice constant)
is 0.3, and 0.42 — for the central row in (a) and (c). Open circles indicate the lower band-
edges, where slow-light modes are considered. Dotted lines mark the light-lines, and grey
shading in (a) marks the 2D photonic band.
We see that the group velocities of branches with positive (s = +1) and negative (s = −1)
wave-numbers asymptotically coincide in the slow-light regime when ω → ω0. The coupling
length is defined as the distance over which the phase between the co-propagating modes (both
corresponding to σ = +1 or σ =−1) changes by pi . Since, after each lattice period, the phase
of the Bloch modes changes by (ka), we have
Lc ≃ pia |arg exp{i [ks=+1− ks=−1]a}|−1 ≃ pia
∣∣arg exp{i[2k0−D3(D2)−2 (ω−ω0)]a}∣∣−1 ,
(7)
where arg defines the phase of a complex number within the parameter region [−pi,+pi]. Ac-
cording to this expression, the coupling length approaches a constant value in the slow-light
regime as ω → ω0,
Lc(ω → ω0)≃ pia |arg exp{i2k0a}|−1 . (8)
This remarkable feature can enable dispersionless tunneling of slow light, where the same tun-
neling dynamics can be preserved even under the variation of the speed of light by several
orders of magnitude.
3. Design of slow-light couplers
We now illustrate how the general requirements formulated in Sec. 2 can be satisfied with a
practical coupler design. As an example, we consider two-dimensional photonic crystals created
by a hexagonal array of holes in Si (dielectric constant ε = 11.68), with a hole radius of 0.3 of
the lattice constant. A W1 waveguide is created when a single row of holes is absent. Due to
the hexagonal lattice geometry, the coupler symmetry critically depends on the number of rows
(N) between the two W1 waveguides. When N is odd, the coupler is symmetric with respect to
reflection about a central line between the waveguides (x →−x), see the examples for N = 1
and N = 3 in Figs. 2(a) and (c). When N is even, then the coupler becomes anti-symmetric, as
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it maps onto itself only when a reflection is performed simultaneously along two axes (x→−x
and z→−z), see the example for N = 2 in Fig. 2(b).
We calculate the modal dispersion for the two-dimensional photonic-crystal couplers by
computing eigenmodes of Maxwell’s equations using the freely available MIT Photonic Bands
(MPB) software package [16]. The dispersion of the TE modes (magnetic field polarized in
y-axis) was computed in the frequency range of the two-dimensional photonic band gap. The
dispersion curves, corresponding to the coupling between the fundamental modes of individual
waveguides, are presented in Fig. 2, bottom row.
According to the general analysis, symmetric couplers, such as those shown in Fig. 2(a) and
Fig. 2(c), cannot be used to switch band-edge slow light pulses. It is useful to consider in more
detail the reasons for such limitations. First, we analyze the coupler with N = 1, where we
increase the size of the central row of holes (to 0.42 of the lattice constant) in order to move
the band-edge above the 2D photonic band (shown with grey shading in Fig. 2(a), bottom).
We see that the coupler with N = 1 has the lower band-edge at k = ±pi/a, which means that
there exists only one forward-propagating mode in the slow-light regime. Additionally, such a
mode should be either symmetric or antisymmetric, corresponding to equal energy distribution
between the arms. Indeed, the finite-difference time-domain (FDTD) simulations presented in
Fig. 3 show that the pulse coupled to a single waveguide at the input, spreads equally between
the two waveguides as it propagates along the structure, and that periodic tunneling between
the waveguides does not occur. Note that the input of the second waveguide is closed by three
holes to avoid direct coupling to it from the source, and absorbing layers are introduced close
to the the output boundary. Although some degree of pulse splitting is visible in simulations,
probably due to complicated excitation dynamics, this does not affect the symmetry between
the waveguides.
In order to satisfy the first requirement formulated in Sec. 2 and move the band-edges inside
the Brillouin zone, we optimize the design of the N = 3 coupler by changing the size of the
central row of holes (to 0.42 of the lattice constant), as shown in Fig. 2(c). As a result, there
now coexist two forward-propagating slow-light modes close to the band-edge. The FDTD sim-
ulations show that, indeed, there appears to be a periodic beating between the modes along the
coupler, see Fig. 4. An interesting feature is that the positions of minima and maxima along
the waveguides remain the same at all time steps as the pulse gradually propagates through
the structure. This is a key signature of Bloch-wave interference, in contrast to the partial pulse
splitting effect for the N = 1 coupler where the field minima move along the waveguide together
with the optical pulse. For the N = 3 coupler, however, the oscillations are still synchronous
in both waveguides and the energy is again equally distributed between the coupler arms be-
cause two co-propagating Bloch modes have the same symmetry, confirming the conclusions
of Sec. 2.
4. Antisymmetric coupler for slow-light
Since the dispersion of the antisymmetric coupler shown in Fig. 2(b) has a band-edge inside
the Brillouin zone, it remains for us to check condition (ii) for mode symmetry, formulated in
Sec. 2. We have performed high-precision calculations in the regime of slow light, i.e. near the
cut-off frequencies of defect modes, by using a Bloch mode scattering matrix approach [17, 18].
Characteristic mode profiles calculated close to the band-edge are shown in Figs. 5(a,b). We
note that the refractive index profile of the antisymmetric coupler is invariant under the coordi-
nate transformation (x →−x), (z → z + a/2), and therefore the intensity profiles of individual
Bloch-waves also possess the same symmetry. Additionally, the intensity patterns of forward-
propagating slow-light modes with positive and negative phase velocities practically coincide.
However, the modal phase structures have distinct symmetries. As a result, the beating of these
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Fig. 3. Simulations of pulse propagation through the symmetric coupler shown in Fig. 2(a),
top. The central frequency of the pulse (ω = 0.21238) is tuned close to the gap-edge, indi-
cated by the open circle in 2(a), bottom. (a,b) Snapshots of the magnetic field intensity at
different time steps, as indicated by labels. Animation shows the full temporal dynamics.
(c) Field intensities along the centres of two coupled waveguides, at the time frame corre-
sponding to plot (a). The lattice constant is 400nm, the input pulse duration is 500fs, and
the corresponding normalized pulse bandwidth ∆ω = 0.002. The estimated pulse velocity
is Vg ≃ c/115.
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Fig. 4. Simulations of pulse propagation through the symmetric coupler shown in Fig. 2(c),
top. The central frequency of the pulse (ω = 0.2197) is tuned close to the gap-edge, indi-
cated by the open circle in 2(c), bottom. The estimated pulse velocity is Vg ≃ c/60. Param-
eter values and the notation are as given in Fig. 3.
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Fig. 5. (a,b) Intensity (top) and phase (bottom) of the transverse magnetic field distributions
for the band-edge modes of antisymmetric coupler [shown in Fig. 2(b)] at ω ≃ 0.214 with
(a) positive (k=0.44) and (b) negative (k=-0.41) wavenumbers, respectively. (c) Intensity of
the simultaneously excited modes.
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Fig. 6. (a) Dependence of the group velocities on the frequency detuning from the band-
edge (in logarithmic scale) shown for modes with positive (solid line) and negative (dashed
line) wavenumbers, and (b) the corresponding dependence of the coupling length on fre-
quency detuning.
#90582 - $15.00 USD Received 7 Dec 2007; revised 10 Jan 2008; accepted 10 Jan 2008; published 14 Jan 2008
(C) 2008 OSA 21 January 2008 / Vol. 16,  No. 2 / OPTICS EXPRESS  1112
2 4 6 8 10 12 14
Length (µm)
0
0.2
0.4
0.6
0.8
1
In
te
ns
ity
 (a
rb.
 un
its
)
Input waveguide
Second waveguide
z
x (b)(a) (c) (d)
(e)
Norm. frequency 0.2145 Norm. frequency 0.2156
Antisymmetric coupler (N=2)
Fig. 7. Simulations of pulse propagation through the antisymmetric coupler shown in
Fig. 2(b), top. (a-d) Snapshots of the magnetic field intensity at different time-steps as
indicated by the labels. Animations show the full temporal dynamics. (e) Field intensities
along the centres of two coupled waveguides, corresponding to figure (a). The central wave-
length of the pulse spectrum is (a,b,e) tuned close to the band-edge and (c,d) tuned further
away from the band-edge as indicated by labels. The lattice constant is 400nm, the input
pulse duration is 500fs, and the corresponding normalized pulse bandwidth ∆ω = 0.002.
The estimated pulse velocity is (a,b,e) Vg ≃ c/96 and (c,d) Vg ≃ c/71.
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modes realizes almost complete light switching between the waveguides, see Fig. 5(c). We
emphasize that such efficient switching is achieved without the need for any special structure
optimization, due to the specific symmetries of the eigenmodes profiles.
We now analyze the dependence of the coupling length and the group velocity on the fre-
quency detuning from the band-edge. In agreement with the general analysis presented above
in Sec. 2, the coupling length approaches a constant value as the detuning is decreased, and the
group velocity varies by several orders of magnitude. At the same time, the group velocities of
the two modes become closely matched. This indicates that the coupler dynamics can also be
observed for pulses tuned close to the band-edge, since the coupling length will be the same for
all constituent spectral components.
We perform finite-difference time-domain (FDTD) simulations to investigate pulse propaga-
tion through the antisymmetric coupler, and confirm the predicted effect of dispersionless tun-
neling for slow-light pulses. The simulations at the band-edges may be especially sensitive to
discretization methods, and we have additionally validated our results through the comparison
of band-gap spectra with frequency-domain calculations. Examples presented in Fig. 7 show
that the pulse periodically couples between the waveguides with the same coupling length for
different detunings from the band-edge, and accordingly different propagation velocities. We
determine the group velocity based on the distance traveled by the pulse as it propagates along
the coupled waveguides, using the method introduced in Ref. [3], and which generated good
agreement with experimental measurements. In the first example shown in Figs. 7(a) and (b),
the central wavelength is tuned close to the band-edge, and we find that Vg ≃ c/96, where c is
the speed of light in vacuum. When the pulse spectrum is tuned slightly further away from the
band-edge [Fig. 7(c) and Fig. 7(d)], the group velocity is increased to Vg ≃ c/71. According to
the dependencies of field intensities along the centres of two coupled waveguides presented in
Fig. 7(e), the switching contrast exceeds a factor of 50. Despite the dependence of the group
velocity on the wavelength detuning, and the associated effect of dispersion [19], these results
confirm that the slowlight pulse, as a whole, can be switched between the waveguides. Whereas
the losses may increase in the regime of slow-light propagation [20, 21], it was recently re-
ported that the latest fabrication methods enable the creation of high-quality photonic-crystal
waveguides operating with relatively low loss for group velocities reduced to at least c/20 and
possibly even smaller values [22]. Since such velocities can be achieved in our case by choos-
ing the detuning from the band-edge, we expect that the coupler operation may be observed in
the low-loss regime.
5. Conclusions
We have presented a novel and general approach to the design of photonic crystal couplers
for slow light pulses. Extensive numerical simulations confirm that, in structures satisfying
certain symmetry constraints, the pulses can be switched fully between parallel waveguides
with coupling lengths of just a few unit cells, despite the effect of group velocity dispersion. We
expect that our findings on slow light dynamics in antisymmetric photonic crystal couplers may
enable further advances in active manipulation of slow light in integrated photonic structures.
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